


1.3 Power on the drone and related devices, activate the drone and remote 
controller, update all equipment to the latest firmware, complete real-name 
registration, and ensure the drone is fully functional.

1.4 After completing the firmware update, enter the flight interface and 
enable the RTK function. Go to the RTK Service Center and activate the 
Network RTK service (this service is included with the device).
Important: You must use the local RTK service to ensure precise positioning
. If RTK is not used, any resulting issues will not be covered by after-sales 
service.

 

2.Tethering Lighting System Preparation
2.1 Install the Airborne Power Supply Module

a. Screw in 4 M3 screws into the screw holes at the indicated positions.

M3×18 screws, 4 pcs



b. Here, the tethered power module will be secured in place.Connect the tethered 
battery to the airborne power module.



3. Tethering Power Supply System Preparation
3.1 Connect the 220VAC/16A circuit breaker power supply. Be sure to use
      a  cable reel rated for at least 16A.
 Important: Do NOT turn on the main power yet. Only switch it on after all 
 subsequent steps are completed.

3.2 Insert the quick-connect plug into the power input port of the tethering base 
      station and ensure the connection is locked.

3.3 First switch on the 220V main power breaker. After the cable reel is powered, 
turn on the air switch on the tethered base station and wait for the system to start 
its self-check.
(If the air switch cannot be turned on, press the reset button on the breaker. If the 
system still does not start, press the blue button on the smart meter on the left to 
enable power.)



3.4 Pull out the tether cable, connect it to the onboard tethered power module, 
      and tighten the blue power connector. Then connect it to the dedicated DJI 
      M400 tethered battery power plug.



3.5 Attach the tether cable to the center mounting hole on the underside of the 
     drone, and secure the cable using the fastening buckle.











Note: The tethering base station status is indicated by the following three-color lights:

Green — Normal operating status



Orange — Drone power is on, do not touch the tether cable

Red — Error alarm, check the display for status







- Before inspecting or maintaining equipment, the power supply must be completely turned 
off. Use a voltage tester or multimeter to confirm that there is no electricity. If necessary, 

2. Power Off Before Operation

IV. Other Precautions

apply lockout/tagout (LOTO) procedures.

Important Safety Notice!

-220V is considered high voltage (according to Chinese standards). Only qualified 
personnel with an electrician certification are permitted to install, maintain, or operate the  

The following are important safety instructions regarding 220V electrical usage. These apply 
to commercial or high-voltage environments. Please ensure strict compliance:
I.Basic Safety Principles
1. Certified Operation

      equipment. Unauthorized operation by non-professionals is strictly prohibited.

3. Insulation Protection

4. Proper Wiring

II. Emergency Handling 

-After cutting off the power, use a dry powder or CO2 fire extinguisher to extinguish the 
fire. Do not use water! If the power cannot be cut off, use specialized insulated 

-If someone is electrocuted, immediately cut off the power supply (do not pull the victim 
directly with your hands). Use an insulated object (such as a dry wooden stick) to move the el 

ectrical wire and call the local emergency number.
2. Electrical Fire

fire-fighting equipment.

III. Warning Signs and Environment
1. Clear Markings

-Keep a safe distance (≥

- Place warning signs such as "High Voltage Danger" and "Keep Away" in high-voltage a 

reas. Keep the distribution box closed to prevent unauthorized personnel from coming into co 

ntact with it.
2. Maintain Safe Distance

0.7 meters) between the human body and live electrical equipment.

-Avoid operating outdoor high-voltage equipment during thunderstorms.
-Before moving or modifying wiring, ensure the power is turned off and there are no residual 

 charges.

-Wear insulated gloves, insulated shoes, and use insulated tools while operating. Ensure 
      the work area is dry, and avoid working with wet hands or in damp environments.

1. 

-Ensure that neutral and ground wires are securely connected. Unauthorized or improper 
     wiring is prohibited.

Electric Shock First Aid
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