








0.7A





Fonts

Font A

Font B

12x24

9x17

Chinese 

Japanese/Korea

GB18030, BIG5 24x24dots

Optional

User-defined Support

Power Supply

Battery

Input

7.4V rechargeable Li-ion battery, 1800mAh

AC 100V-240V 50/60HZ

Output DC 5V, 1A
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Paper Type

Paper Width

Paper Thickness

Paper Cut

Thermal Receipt Paper

Max.79.5±0.5mm

0.06~0.08mm

Max. Ø 80 mm

Auto-cutter

Roll Dia

Easy paper loadingPaper Load
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Error alert

Zy-4603
Thermal Transfer Desktop Printer  

Features

 Clear Printing QR code Big fontAutomatic 

paper cutting

High speed 

printing

Model Name Zy-4603

Printing Resolution 8dots/mm (200DPI) 12dots/mm (300DPI) 24dots/mm (600DPI)

Printing Method Direct Thermal/Thermal Transfer

Printing Speed 2~8ips(50.8~203.2mm/s) 1~6ips(25.4.8~152.4mm/s) 1~4ips(25.4.8~101.6mm/s) 

Printing Width MAX 4.1''(104mm ) MAX 4.3''(108mm ) MAX 4.1''(105mm )

Printing Length 
MIN 0.2''(4mm)

MAX 157.5''(4000mm)

MIN 0.2''(4mm)

MAX 118.1.5''(3000mm)

MIN 0.2''(4mm)

MAX 39.4''(1000mm)

CPU 500 MHZ, RISC-32位

Memory 
Standard FLASH：32 MByte SDRAM：32 MByte

Optional：Max. FLASH：128 MByte SDRAM:128 MByte

Communication 

Interface 

Standard：

•1xUSB 2.0 type-B

•1xRJ45 Ethernet（10M/100M)

•1xUSBHost（capable of connecting barcode scanners and keyboards）

•1xSerial（9pinRS232）

Optional：

Bluetooth

Bluetooth+WiFi(2.4G or 5G)

GPIO expasion

Real-Time Clock(Support Perpetual Calendar)

Optional Items RFID Module  Cutting Module   Peeling Module   Paper roll stand

Vector font Support and support mutiple vector fonts download at the same time

2D Barcodes QR Code, PDF417,DataMatrix,Maxicode,MircoPDF417,Aztec,Codablock,Code49

1D Barcodes 

CodeBar,Code 11, Code 39, Code 93, Code 128 (subsets A, B, C), UPC-A, UPC-E, 

UCC-128, Codabar, EAN/JAN-8, EAN/JAN-13, Interleaved 2 of 5,MSI,MSIC,

PLESSEY,CPOST,ITF14,EAN14,TELEPEN,PLANET,DPI,DPL,LOGMARS

Rotational Printing 4 direction(0~270°）

Command Compatible with TSPL-II, ZPL-II

Paper Type Continuous Paper, Gap Paper, Black -mark Paper, Folded Paper, Perforated Paper

Paper Width 20mm-110mm

Paper Thickness 0.06mm-1.5mm

Ribbon Length Max 300m

Paper Roll Core Size 25.4mm-38mm

Paper Roll Oute Diameter Max127mm

Dimensions（L*W*H mm） Printer：280*220*168;Individual Box：370*240*205;Master Carton：500*390*430

Net Weight Net Weight：2.92kg/unit; Gross Weight：3.47kg/box; Net Weight：15kg/carton

Housing ABS+PC Plastic

Certification 3C

Temperature Working Condition：5-40°C, 25-85%RH  Storage Condition：-40-60°C, 10-90%RH

Items USB Cable             Power Cable               Power Adaptor

RFID Charateristics

(Optional) 

Standard：Support flexible & non-flexible lable  /Support intelligent & accurate

calibration, with simple operation and no need manual intervention   /Support lable

protocols EPC Class1 GEN（ISO 18000-6C）EPC Class1 Gen2 (ISO 18000-6C) /Initial label 

printing functionality, simple operation, high efficiency, minimize usage cost /Compatible

with flexible and anti - metal materials, max thickness 1.5mm   /RFID printing speed max 

4inch/s（Write while printing） /Support UHF lable reading，chip type: Ucode 7、UCODE

7xm-2k、UCODE 8、UCODE 9、Higgs9、Monza4E、M4i、MonzaR6-P、Monza4QT、

MonzaM730、MonzaR6、MonzaR6-P、KM4Q、ONLY2 etc.  /Support reading TID、EPC、

TID+EPC data，writing ASCII、hexadecimal data   /It supports the configuration of RFID

password for locking and unlocking. It also supports the locking of EPC (Electronic

Product Code) and the user area, etc. Additionally, it supports dynamic protection 

passwords and inactivation passwords.  /Automatically print marks for defective labels.

You can set the number of reprint labels and the number of times to rewrite the chip.

600dpi High-precision printing，paper size 5mmx5mm( min )

UsbHost(Standard) 
Capable of connecting barcode scanners and keyboards 

Support download BAS program files, barcode printing, keyboard -input printing

Com232(Standard) 
Optional clock, and it can be externally connected to an electronic scale.

Download the BAS program file to the printer, and it supports printing after weighing.

LCD(Standard) 
4.3 - inch industrial - grade TFT liquid - crystal single - point touch capacitive screen.

It features 16 - bit RGB color, a resolution of 480*800, and supports TF cards.

Cutter Charateristics

(Optional) 

Standard configuration: Rotary knife (capable of cutting washing labels, ribbons, 

and silk ribbons). The service life of a 0.1mm thick washing label is not less than 

500,000 times.Optional configuration: Guillotine knife (capable of cutting ordinary 

label paper). The service life of 80g paper is not less than 600,000 times, and that

of thick paper used in scenic areas is not less than 300,000 times. /The paper cutting

opening is equipped with an electrostatic brush.  /It supports paper cutting without 

retreating and ensures that there is no white line left after printing. /It can cut 

washing labels with high static electricity without paper curling.

58mm Receipt Printer Compatible series
1、Large memory:32M+32M(standard)  128M+128M((expansion)

2、Variety interface, clear printing

3、Compatible with zebra ZPLII commands 

4、Abundant optional accessories, outstanding performance,  great advantages

5、Rotary cutter,high speed, non-return cutting, no paper jams, long life

6、RFID，good label compatibility, simply operation, low educational cost

7、Support connecting many extended application(barcode scanner, electronic scale etc)

Zhuhai Zywell Technology Co., Ltd. Zhuhai Zywell Technology Co., Ltd. 
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TS31
Wall Mounted Adjustable Tablet Printer Stand

Features

·Support wall hanging function

·Free angle adjustment

 Support wall

 hanging function
Free angle

 adjustment

Model 

Applicable to 

tablet

TS31

iPad 5(9.7")/iPad 6(9.7")/iPad Air 1(9.7")iPad Pro

 10.5"/iPad Air 3(10.5")iPad Air 2(9.7")/

iPad Pro 9.7"iPad 7(10.2")/iPad 8(10.2")/

iPad 9(10.2")/iPad 10(10.9")/iPad Pro 2024(11")

Applicable tablet

 height

114.5mm~214.5mm

Applicable plate 

thickness

Below 11.5mm

Maximum supp-

orted tablet size

15.9 inches

Function

Support wall 

hanging function

Free angle

 adjustment

Support

180° at the stand/360° at the flat plate

Packing

Individual box

Master carton

Dimension 435×263×70mm(L×W×H）1unit/carton

Dimension 455×278×370mm(L×W×H）5unit/carton

Property

Adapt to printer

size

187.8x155.6x140mm

Product size 410x250x60mm

Wall hanging

hole

Wall mounting hole diameter 6.5mm

Color Black

Property

2.18kg

Full box weight/

5 units

Net weight

Gross weight 2.7kg

14kg

Material Cold rolled plate

TS31
Wall Mounted Adjustable Tablet Printer Stand

TS32
Wall Mounted Adjustable Tablet Printer Stand

Features

·Support wall hanging function

·Free angle adjustment

 Support wall

 hanging function
Free angle

 adjustment

Model 

Applicable to 

tablet

TS32

iPad 5(9.7")/iPad 6(9.7")/iPad Air 1(9.7")iPad Pro

 10.5"/iPad Air 3(10.5")iPad Air 2(9.7")/

iPad Pro 9.7"iPad 7(10.2")/iPad 8(10.2")/

iPad 9(10.2")/iPad 10(10.9")/iPad Pro 2024(11")/

iPad Pro 2024(13")

Applicable tablet

 height

115mm~295mm

Applicable plate 

thickness

Below 11.5mm

Maximum supp-

orted tablet size

21.9 inches

Function

Support wall 

hanging function

Free angle

 adjustment

Support

146° rotatable

Packing

Individual box

Master carton

Dimension 295×180×185mm(L×W×H）1unit/carton

Dimension 560×310×385mm(L×W×H）6unit/carton

Property

Adapt to printer

size

147x137x145mm

Product size 139x151x307mm

Wall hanging

hole

Wall mounting hole diameter 6.5mm

Color Black

Property

2.3kg

Full box weight/

6 units

Net weight

Gross weight 2.6kg

16kg

Material Cold rolled plate
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Zy-BS02A Features

·Can support multiple tablet sizes

·Free angle adjustmentAdjustable tablet printer stand 

BS02 (Model A) single screen

Features

·Support wall hanging function

·Free angle adjustment

Free angle

 adjustment

Various tablet

 sizes

Model 

Applicable to 

tablet

ZY-BS02A

iPad 5(9.7")/iPad 6(9.7")/iPad Air 1(9.7")iPad Pro

 10.5"/iPad Air 3(10.5")iPad Air 2(9.7")/

iPad Pro 9.7"iPad 7(10.2")/iPad 8(10.2")/

iPad 9(10.2")/iPad 10(10.9")/iPad Pro 2024(11")

Applicable tablet

 height

120.8mm~179.8mm

Applicable plate 

thickness

Below 7.5mm

Maximum supp-

orted tablet size

11 inches

Function

Support wall 

hanging function

Free angle

 adjustment

Not supported

171° rotatable

Packing

Individual box Dimension 595×315×510mm(L×W×H）1unit/carton

Property

Adapt to printer

size

197x147.4x150.1mm

Product size 200x343x250mm

Wall hanging

hole

None

Color Black

Property

2.5kgNet weight

Gross weight 2.6kg

Material Cold rolled plate

Zy-BS02B
Adjustable tablet printer stand 

BS02 (Model B) single screen

Free angle

 adjustment

Various tablet

 sizes

Model 

Applicable to 

tablet

ZY-BS02B

iPad 5(9.7")/iPad 6(9.7")/iPad Air 1(9.7")iPad Pro

 10.5"/iPad Air 3(10.5")iPad Air 2(9.7")/

iPad Pro 9.7"iPad 7(10.2")/iPad 8(10.2")/

iPad 9(10.2")/iPad 10(10.9")/iPad Pro 2024(11")

Applicable tablet

 height

120.8mm~179.8mm

Applicable plate 

thickness

Below 7.5mm

Maximum supp-

orted tablet size

11 inches

Function

Support wall 

hanging function

Free angle

 adjustment

Not supported

97°/37° rotatable

Packing

Individual box Dimension 595×315×510mm(L×W×H）1unit/carton

Property

Adapt to printer

size

197x147.4x150.1mm

Product size 200x343x250mm

Wall hanging

hole

None

Color Black

Property

2.4kgNet weight

Gross weight 3.55kg

Material Cold rolled plate
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Stay�tuned�for�more�new�products�!


