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1 Scope GEATEED

This specification is applied to the reference battery in this Specification and manufactured by
HUAHUI NEW ENERGYCO,.LTD.This specification shall not be reproduced in part or in whole for other

purposes without the permission of the Company.
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2 Product Specification (FZFEIAIKE
2.1 Characteristic (S¥uitge)

Table 1 (X 1)
No. Item General Parameter Remark
(FF%5) (TLH D (HRZE) ()
Typical .
. Rated Capacity GhiFRa s 380mAh Standardsdlscdha:jgeh(l.oc ) after
(BERE) Minimum . owandard charge
; N ) 350mAh (FrifE 7 HLJG 1.0C FRiEHD
(&DEE)
2 Nominal Voltage 39V Mean Operation Voltage
ChRPR AL ) ' (B TAER D
8 4 Charged to about 70% of capacity
< 1NN
3 Internal Impedance (P4 BH) <80mQ C(HLHLEY) e B 7% )
Constant Current 380mA (1.0C)
Balance charger standard end \oltage 3.8V
4 g 7mA cut-off Charge time : Approx1.6h
charge CIEL: 380mA(L.OC) | (FEHIRI]: K% 1.6 AN
Chrifeze ) k. 3.8V
BUEH: 7mA)
Constant current 380mA (1.0C)
5 Standard discharge end voltage 2.3V
CRRTEE TR HLD (fEfit: 380mA (1.0C)
b E: 2.3V)
Constant Current 760mA (2.0C)
end Voltage 3.8V
6 Balance charger fast charge 7mA cut-off Charge time : Approx 0.8h
Mtz ) (fE¥E: 760mA (2.0C) | (FRHLIF[E]: K%y 0.8 /N
HukHE: 3.8V
AUEHER: 7TmA)
Maximum Continuous
7 Discharge Current 3.8A(10C)
i KB R HEL D)
Operation Temperature Range Charge (FtHi) :0~45C 60+ 25%R H.
8 CT AR R i D - - - Bare Cell
i[5 72 Discharge (Ji(HL) :-10~70°C (B b T VESE R 5 FED
Less than 1 year: -10~20C 0
Storage Temperature Range CUNF—4: -10~20C) 601 25%R H.
9 7o P at the shipment state
Rl A7 I LV FED less than 3 months: -10~45°C BRI B8 BE VG BED
UM 34 H: -10~45°0) )
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2.2 Cycle Life (fE¥HEAr)
Table 2 (£ 2)
No. Item Criteria Test Conditions
(F9) (IUHD (FrifE) GRS
Carry out >1000cycle
Cycle Life Hi_g_her than 70% of the | Charge: 1.0C to 3.7V Discharge: 1.0 C to
1 EFR LA Initial Capacities of the ?SV Temp(?Lature:ZSiBOC
(10C) . fells ¥ >1000 % \ \
(FrPRAEE ) 70%) M 1.0C to 3.7V i 1.0C I E 2.3V
L 25+3°C

3. Temperature Dependence of discharge capacity ( FEBE R )

Table3 (% 3)

Discharge
Temperature -10C 0C 25C 70°C

BRI

Discharge
Capacity (0.2C) 70% 80% 100% 95%

(i A& (0.2C)

4.  Protection circuit({f# HE%)

The battery is not equipped with a PCM, customers in the use of should be effective protective measures
to prevent the batteries used in the process of filling appeared, discharge, the flow, short circuit of the case.

AL BA P& ORI, B A I AT R Ry 8 i, CABIE i B 58, b i, R
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5. Cell Mechanical characteristics and Safety Test (E#5Z2 4 MR R AU )
Table 5 (X 5) Safety Test)
Item Battery Condition Test Method Requirements
RED CHIBEE RO G725 (EO
After standard charging, fixed the cell to vibration table
and subjected to vibration cycling that the frequency is
to be varied at the rate of 1Hz per minute between
. L No leakage
L 10Hz an 55Hz, the excursion of the vibration is 1.6mm. .
Vibration Test . . . TG it
SR The cell shall be vibrated for 30 minutes per axis of .
PRSI No fire
XYZ axes. Tk
W br i e i e B LS EDEE RSB B, WXL YL Z
SANTT RS 30 43, HEE 1.6mm, $RSNAE N
10Hz~55Hz, #7r%48 1k 1Hz.
Fresh Crush between two flat plates. Applied force is about No explosion
Crush Full cha,r ed 13kN(1.72Mpa) for 30min. Nopfire '
CREERI) | i X B0 | ot B 7 95 ST 1 4 J8 A 1, 6 0 13KN AT
& (1.72Mpa) HI{EF 1, HLERSEAREE 30 4040 3
Each test sample battery, in turn, is to be short circuited No expl_05|on
. . No fire
by connecting the (+) and (-) terminals of the battery
g ; . . . The temperature
Short with a Cu wire having a maximum resistance load of
L Fresh, of the surface of the
Circuit Fullv charaed 0.05 Q .Tests are to be conducted at room Cells are lower than
CH (ﬁiﬁﬁgﬂﬂ’ﬁ‘ﬁ%?@) temperature(20+2°C ). 150°C
20C) | (FE W I N2 20 4 2°CHRAEEEN A fin oLl A 1E 972 (e kT
A5 FH 40 £ 372 4 16 SR A7 P b 1 S 6 P - 2 8 FRLBELAS . o
it 0.05Q) P Yt 3 T W 52 N
T T 150°C)
A 56mm diameter bar is inlayed into the bottom of a
Fresh, 10_kg weight. And the weight is to be dropped from a No explosion,
Impact Fully charaed height of 1m onto a sample battery and then the bar No fire
(ke (ﬁiﬁéﬁ@%}?@ﬁﬁ) will be across the center of the sample. (Fi—2cE.4& N (A TERRE)
” 56mm 1[5 B 5B AE FLt b o, 4 — 10Kg 114 54 A -
Im 1 B B AR IR O A BD
Dli:;fsge Fulll;:/rsri:rge d Discharge at a current of 1 CsA for 2.5h. No ;);p]lic;s:on,
- ; (LA 1CsA HHLTLT 2.5 /M)
GERIRE) | Goilhi i) PLAC,A MM 25 /it e K AR

6. Handling of Cells

6.1 Cell fixing CHL [ 72 )
The cell should be fixed to the battery pack by its large surface area.
No cell movement in the battery pack should be allowed. (Forbidden to shake the +\- pins of battery)!
R KRR —H N ZE EES T, Z5ERIMARERE (LR E -7 RIS

6.2 Inside design CHEIBAMTEN T
No sharp edge components should be insides the pack containing the LIP cell.

Ah 5 A 2k FL It RS R BB

CHIRIEERETO
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6.3 Battery soldering(H.:85 i1 T4 4%)
Electric soldering iron bit temp.: 320~350°C
Soldering time <3S
FEL YL P B A P R R A R M L B B RE :320~350°C  JRERIN ] <<3 !
6.4 Special Instruction(4F A1 14 8H):
The “+” or “-” pin of Huahui Super Li-ion Battery shall never be touched with battery shell to form circuit; otherwise the
battery will be damaged.
OB RE VR P AR AL 1) B R T A B T PR AE L FH IS X AN Fo VR L 4 ARPEEE C-7 ARME S H I AR TR
1%, 753 UDRE 7K A 453 R R i !
7. Others (HB)
7.1 Prohibition of disassembly (2% 1E47 )
1) Never disassemble the cells /N4 &) HL it
The disassembling may generate internal short circuit in the cell, which may cause gassing, firing, explosion, or
other problems. /7 FEth 2> & AE FEth A SR B, 2 5 | SRS KPR M 1A 55 RO BB e Tl
2) Electrolyte is harmful HLEBEA FH
LIP battery should not have liquid from electrolyte flowing, but in case the electrolyte come into contact with the
skin, or eyes, physicians shall flush the electrolyte immediately with fresh water and medical advice is to be sought.
3 LRI 3] R 3 N R G N S7. B P S 7K gl DA R SR B R A
7.2 Prohibition of dumping of cells into fire (/N4 B i ET{R] -k A
Never incinerate nor dispose the cells in fire. These may cause explosion of the cells, which is very dangerous and is
prohibited.
ANEREE M, NS ERIRERE, XAMRERK, k.
7.3 Battery cells replacement (5 4§ B i)
The battery replacement shall be done only by either cells supplier or device supplier and never be done by the user.
B A rEL S ph R A P R B A PN S SE R T AN B AT R
7.4 Please do not exceed the specification range using the battery.Any product quality problems caused by incorrect
use beyond the scope of specifications, herebyThe Division assumes no responsibility
T AN ARG Y A P R, A A AR Y T P AN IR A O 7 ot ot 5 e, A m A
AT 5T
7.5 This specification shall be valid for one year from the date of issuance.
AR AR HE—ENE
7.6 The right of final interpretation of this specification rests with the Engineering Department of Hunan Huahui New
Energy Co., Ltd.
A FAE T e AR T i 1 BT RE VS (9 PR A w] AR AT A
8. Period of Warranty ({f&#1)
The period of warranty is 1 year from the date of shipment. Hunan Huahui new energy guarantees to give a
replacement in case of cells with defects proven due to manufacturing process instead of the customer abuse and misuse.
LI CR T A M B 2 H RS 1 4F o Gn SR IF B Rt R s B S 7 1) Jo i o T2 RS 0 T A |l 1 P il P B iR
G R, A w] 5T IR e it .
9. Storing the Batteries (EBHIEIFRD)
The batteries should be stored at room temperature, charged to about 40% to 70% of capacity.We recommend that
batteries be charged about once every 3~6 months to prevent over discharge.
IV R M 7E iR R ARG LR 3] 40% % 70% M HIEE . WIS i /7, 201 3~6 A H 78— U BAR) 1E it
AR .
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10. Initial Dimension:  (FIEE)R~F)
$’fﬁ mm INFEL +0.2
i H Z
A(ER) 13.1
B(K:J¥) 45.3
C(5] jialE) 5.3
D(5| BIELAS) 0. 8%8
Units CAAT) mm Weight(E §) | 115 +1 g
T2 L L(Z1) .
D (JFE) W CFERE) o H (R G
Drawer Checked Approved Date
(ZED (%) (FiLvE) CHHED
HUAHUI NEW ENERGY HFC1345 DRAWING
Drawing ID (5) |
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